
nly13376
Typewritten Text
and above





S35 LITHIUM BATTERY REMOVAL PROCEDURE 
 

 

 

 

 

 

 

 

 

   

Written By: 
Dan Cotter 
Product Engineering 
 
MKS Instruments Inc. 
ENI Products Division 
100 Highpower Road 

Rochester, NY 14623‐3498 
Phone : (585) 292‐7535 
Fax : (585) 292‐8828 
E‐Mail: Dan_Cotter@mksinst.com 

Reviewed and Approved By:
Aaron Eslinger 
Medical Program Manager 
 
MKS Instruments Inc. 
ENI Products Group/ Colorado Springs 
4975 N. Thirtieth Street 

Colorado Springs, CO 80919 
Phone : (719) 278‐5303 
Fax : (719) 278‐5317 
E‐Mail: Aaron_Eslinger@mksinst.com 



1. Introduction 

This procedure is to provide details and guidelines of how to remove electrical components that contain 
Lithium metal or Lithium compound from MKS S35 products for disposal according to local regulations.  
Lithium is found in a 3.0V Coin Panasonic Lithium battery manufacture part number CR2032 (MKS p/n 
1045038) , which is used in S35 Customer Interface and Power Supply Controller Assembly (MKS p/n 
1042883‐001). 

There is a single Lithium battery that is used in S35 RF Amplifier.  This battery is used to supply power to the 
S35 system real time clock IC when unit is left unplugged from Main supply. 

The Lithium battery is soldered in place at location B1 on Customer Interface Assembly, in the S35 power 
supply deck.  The battery can be removed by de‐soldering the two leads and cutting the grey RTV with a 
razor knife.  The location of the Lithium battery on the Customer Interface Assembly is shown in Figure 1. 



 

Figure 1: Customer Interface and Power Supply Controller Assembly (battery location circled) 

 

 



2. Process Details 

 

 

 

 

 

 

 

 

 

 

 

1. Remove SAFETY SHIELD, AC POWER, METAL from 
front panel of unit to gain access to side cover 
hardware.   

Note: This requires the use of a Torx 15 tamper proof 
screwdriver bit.  

 

4 ‐ M4 X 12, BUTTON, TORX, SCREW 
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2. Remove Top / Left side cover using a No 2 Phillips 
head screwdriver – Part 1 

21 ‐ M4 X 10 P/F SCREW 

3 ‐ M5 X 10 F/H SCREW 

10 ‐ M4 X 10 P/F SCREW   
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3. Remove Bottom / Right side / rear cover using a No
2 Phillips head screwdriver. 
 
14 ‐ M4 X 10 P/F SCREW 
3 ‐ M5 X 10 F/H SCREW 
2 ‐ M5 X 10 F/H SCREW 
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3. Position unit on cap tray with RF side up. 
 

a. Unplug 6 wires (3 red, 3 black) from Driver 
PCB and PA PCB. 

b. Remove P‐clip with red and black wires 
(P300 and P301) from standoff on Driver 
PCB. 

c. Cut wire tie holding J1A and J2A wires to 
side of line filter. 

d. Remove P300, P301, J1A, J2A, J1D and J2D 
wires from the 3 retaining clips at the edge 
of the coldplate. 

 

3a‐b 

3c  3d 



 

 

 

 

 

 

 

 

 

 

 

 

 

6. Flip unit over so that RF side is facing down. 
 
Disconnect cables and wires to cap tray: 
 

a. 4 connectors (J14/P14, J15/P15, J16/P16 
and J17/P17) 

b. 2 wires (C5+ and C5‐) from capacitor 
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6a 

6b 

+ 

6a 



 

 

 

 

 

 

 

 

 

 

 

 

6c 
 

6.  Flip unit over so that RF side is facing down 
continued. 
 
Disconnect cables and wires to cap tray: 
 

c. 2 wires (wire “1” and wire “4”) from buss 
bars 

d. Pull wire “1” and wire “4” out of retaining 
clips on cap tray 

 
 

6d 6d 



  

 

 

 

   

 

7. Remove Cap Tray from Power supply / RF deck 
assembly using No 2 Phillips head screwdriver and 
set aside.  

1 - M4 X 12 P/P  SCREW 
 

10 ‐ M5 X 10 F/H SCREW 
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9. Lift off and set Cap Tray aside exposing power 

supply assembly. 
SAFTY WARNING:  It is required two people to 
perform this task due to heavy object. 
 

 

 

8. Locate Customer Interface Adapter Assembly PCB 
on power supply assembly. 
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Lithium Battery



  

10.  Customer Interface Adapter Assembly PCB with 
Lithium Battery installed is shown on the RIGHT. 

 
Lithium Battery can be removed by de‐soldering 
the two leads as shown and cutting the grey RTV 
with a razor knife.  
 

       

 

De‐solder + and ‐ leads
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Lithium Battery

Cut RTV to release battery
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